
Town of Vernon 
Design Review Commission (DRC) 

 Wednesday, July 1, 2020 
7:00 P.M. 

 
Via Zoom Audio Teleconference 

Phone: 1-646-876-9923 
Meeting ID: 873 0388 4986 

Dial-In Access/Password: 044960 
 

Or via web link:  
https://us02web.zoom.us/j/87303884986?pwd=c3pDZ0w3TExQWnFwd2lQc2ZHZGprdz09 

 Weblink Password: 1j1Gt6 
 
 
 

AGENDA 
 

1. Call to Order & Roll Call 
 

2. Approval of the Minutes from the March 4, 2020 and May 6, 2020 meetings 
 

3. Referral from Town Planner 
 

PZ 2020-08 St. Bernard’s Church requests site plan approval for a 2,573 sq. ft. addition to the 
School, the demolition of the Parish Center, and a reconfiguration with additional spaces of the 
existing parking areas and parking lot access. A Special permit is also requested pursuant to 
Section 15 of the Town of Vernon Zoning Regulations for the grading and removal of material in 
excess of 50 cubic yards and for the disturbance of more than one-half (1/2) acre of land. The St. 
Bernard’s Church campus is located at 25 Saint Bernard Terrace, with the School and Parrish 
Center located at 20 and 22 School St., respectively (Assessor ID: Map 40, Block 0110, Parcel 
00004). 

 
4. Adjournment 

 
Shaun Gately on behalf of,  
Design Review Commission 
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3 STORY
MASONRY BUILDING

(OLD SCHOOL)

3 STORY
MASONRY BUILDING
(PARISH CENTER)
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CHURCH

GARAGE

WOOD FRAME
HOUSE

3 STORY
MASONRY BUILDING

(OFFICES)

PLAYSCAPE
AREA

SAINT BERNARD'S TERRACE

SCHOOL    STREET

32 SCHOOL STREET
N/F

SAINT BERNARD'S
CHURCH SOCIETY
VOL: 461 PG: 565

20 PARK STREET
N/F

STATE OF CONNECTICUT
VOL: 1016 PG: 296

9 MIDDLE ROAD
N/F

BLACK CANOE LLC
VOL: 1596 PG: 211

34 SCHOOL STREET
N/F

DUNCAN McCONNELL
VOL: 2457 PG: 265

9 COTTAGE STREET
N/F

KIMBERLY A FAZZINO
VOL: 1492 PG: 194

41 SAINT BERNARD'S
TERRACE

N/F
DAVID P. DEPASTINO ET AL

VOL: 1619 PG: 208

SHED

EXISTING BUILDING TO BE DEMOLISHED
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CATCH BASINS (TYP.). SEE 1/C1.1

SAWCUT EXIST. BITUMINOUS

PAVEMENT (TYP.)

REMOVE & RELOCATE EXIST. WOOD

GUARD RAIL. SEE C2.0 FOR

LOCATION

CONCRETE WALL AND FOOTING TO

BE DEMOLISHED AND DISPOSED OF

ANTI TRACKING PAD

SEE 6/C1.1

SILT FENCE OR CURLEX SEDIMENT

LOGS TO BE PLACED AFTER

REMOVAL OF BITUMINOUS

CONCRETE.  SEE DETAILS ON C1.1

6'-0" HIGH TEMPORARY

CONSTRUCTION FENCE (TYP.)

PROVIDE TWO ADEQUATE SIZED

GATES AS REQUIRED

PROTECT EXISTING CONC.

WALL TO REMAIN

PROVIDE SILT SACKS FOR ALL

CATCH BASINS (TYP.). SEE 1/C1.1

PROTECT EXIST. GAS VALVE

AND LINE TO REMAIN

CONCRETE WALL AND FOOTING TO

BE DEMOLISHED AND DISPOSED OF

CONCRETE WALL, AND FOOTING TO

BE DEMOLISHED AND DISPOSED OF.

ALL FENCING APPURTENANCES A

PLAY AREA ACCESSORIES TO  BE

RELOCATED. SEE C2.0 FOR

LOCATION

PROTECT EXIST.

GAS VALVE TO

REMAIN

REMOVE AND DISPOSE

OF SHED.  ALL STORAGE INSIDE

TO BE RETURNED TO OWNER

REMOVE EXIST. GAS LINE TO EXTENTS

SHOWN AND CAP AT SHUT OFF VALVE.

COORDINATE WITH GAS COMPANY AS REQ.

REFER TO ARCHITECT DWGS

FOR CONCRETE PAD AND STAIR

DEMO.

BLACKOUT (BLACK PAINT)

EXISTING STRIPING (TYP.)

HORZ. =

8. INDICATES TREE REMOVAL.

9. INDICATES EXTENT OF LAWN REMOVAL.

10. INDICATES EXTENT OF BITUMINOUS PAVEMENT & CONCRETE REMOVAL.

11. INDICATES REMOVAL OF EXISTING UTILITIES AND PIPING.

1. VERIFY ALL UTILITY LOCATIONS - CALL BEFORE YOU DIG 1-800-922-4455.

2. UTILITY INFORMATION SHOWN IS TAKEN FROM UTILITY MAPS AND LIMITED FIELD INFORMATION. CONTRACTOR IS RESPONSIBLE FOR FINAL

VERIFICATION OF UTILITY LOCATIONS AFFECTING THE PROPOSED WORK AND ANY ASSOCIATED FIELD MODIFICATIONS.  ANY MODIFICATION TO THE

WORK OUTLINED IN THESE PLANS OR THE PROJECT SPECIFICATIONS SHALL BE TO THE SATISFACTION OF THE ENGINEER.

3. EXISTING CONDITIONS SHOWN ON THESE DRAWINGS ARE AS PER BOUNDARY AND TOPOGRAPHIC SURVEY PREPARED ON OCTOBER 30, 2019 BY

MARTIN SURVEYING ASSOCIATES, LLC.  ANY DISCREPANCY BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE BROUGHT TO THE

ATTENTION OF THE ENGINEER.  ALL PROPOSED CONSTRUCTION IS TO BE COMPLETED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS.  NO

CHANGES TO THE PROPOSED CONSTRUCTION SHALL BE PERMITTED WITHOUT WRITTEN APPROVAL FROM THE DEPARTMENT OF PUBLIC WORKS.

4. EXISTING BITUMINOUS ASPHALT OR CONCRETE PAVEMENTS TO BE REMOVED SHALL BE SAWCUT AS REQUIRED IN THE LOCATIONS SHOWN ON THE

DRAWINGS AND NEW WORK SHALL MATCH THE EXISTING GRADES AND SLOPES.

5. ALL ITEMS TO BE REMOVED SHALL BE DISPOSED OF BY THE CONTRACTOR IN ACCORDANCE WITH THE SPECIFICATIONS.

6. EXISTING STORM DRAINAGE SYSTEM SHALL REMAIN IN OPERATION UNTIL NEW STORM DRAINAGE SYSTEM HAS BEEN INSTALLED.

7. ALL EXISTING SIGNAGE IMPACTED BY CONSTRUCTION TO BE RELOCATED AS DIRECTED BY THE ENGINEER.
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CAPPED IRON PIN FOUND
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34 SCHOOL STREET
N/F

DUNCAN McCONNELL
VOL: 2457 PG: 265

9 COTTAGE STREET
N/F

KIMBERLY A FAZZINO
VOL: 1492 PG: 194

41 SAINT BERNARD'S
TERRACE

N/F
DAVID P. DEPASTINO ET AL

VOL: 1619 PG: 208
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2,573-SF
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CONC. SIDEWALK

W/ INTEGRAL CURB
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1. ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM WHICH THEY ARE MEASURED UNLESS OTHERWISE NOTED.

2. ALL LINE AND GRADE WORK PER DRAWINGS AND SPECIFICATIONS SHALL BE LAID OUT BY A REGISTERED CIVIL ENGINEER OR SURVEYOR ENGAGED BY THE CONTRACTOR.

3. STORAGE AREAS FOR THE CONTRACTOR'S EQUIPMENT AND MATERIALS SHALL BE LOCATED WITHIN THE LIMITS OF WORK AS SHOWN ON THE PLANS OR AS APPROVED BY THE

ENGINEER.

4. THE CONTRACTOR SHALL VERIFY ALL SITE CONDITIONS IN THE FIELD AND REPORT ANY DISCREPANCY BETWEEN THE PLANS AND THE ACTUAL FIELD CONDITIONS TO THE ENGINEER.

5. AT ALL LOCATIONS WHERE EXISTING CURBING, BITUMINOUS CONCRETE ROADWAY, OR CONCRETE SIDEWALK ABUT NEW CONSTRUCTION, THE EDGE OF THE EXISTING CURB OR

PAVEMENT SHALL BE SAWCUT TO A CLEAN, SMOOTH EDGE.

6. WHERE NEW PAVING MEETS EXISTING PAVING, MEET LINE AND GRADE OF EXISTING WITH NEW CONSTRUCTION.

7. ALL DISTURBED AREAS WITH THE CONTRACT LIMIT LINES OTHER THAN PAVED AREAS SHALL RECEIVE A MINIMUM OF 6" OF TOPSOIL AND BE SEEDED UNLESS OTHERWISE NOTED.  SEE

LANDSCAPE DRAWINGS FOR ADDITIONAL INFORMATION. DISTURBED AREAS WITHIN EXISTING PAVEMENT WHERE LIGHT POLE BASES ARE TO BE REMOVED SHALL BE PATCHED WITH

BITUMINOUS PAVEMENT, THICKNESS TO MATCH EXISTING.

8. ALL PROPOSED CONSTRUCTION SHALL BE COMPLETED IN ACCORDANCE WITH THESE DRAWINGS, THE PROJECT MANUAL AND CT DOT FORM 817.  NO CHANGES IN THE PROPOSED

CONSTRUCTION SHALL BE MADE WITHOUT PRIOR WRITTEN APPROVAL FROM THE ENGINEER.  NO UNAUTHORIZED CONSTRUCTION WILL BE ACCEPTED FOR PAYMENT.
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HANDICAP PARKING TABLE

8

5MIN. NUMBER OF REQ.
ACCESSIBLE SPACES

PROPOSED HANDICAP
SPACES

PLANNING AND ZONING

ZONE

5000 SFMIN. LOT AREA

MIN. LOT WIDTH 50 FT

DBR (DOWNTOWN BUSINESS & RESIDENTIAL)
AND ROCKVILLE VILLAGE DISTRICT

REQUIRED PROVIDED

120,700 SF

MIN. REAR YARD

MIN. SIDE YARD

N/A 

5'-0"

N/A 

> 5'-0"

MIN. FLOOR AREA 1000 SF 33,044 SF

348.38 FT

LOT COVERAGE 80% 80%

*SCHOOL ST. = 26'-0"

*FRONT YARD NOTE 1

MIN. FRONT YARD
(=/> AVG. FRONT YARD
OF LOT ON EITHER SIDE)*

**ST. BERNARD'S
TERRACE = 24'-3"

SCHOOL ST. = 26'-0"

ST. BERNARD'S
TERRACE = > 24'-3"

SIDE LOT: 32 SCHOOL ST. = 26'-0"

SIDE LOT: 41 ST. BERNARDS TER. = 24'-3"**FRONT YARD NOTE 2
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32 SCHOOL STREET
N/F

SAINT BERNARD'S
CHURCH SOCIETY
VOL: 461 PG: 565

20 PARK STREET
N/F

STATE OF CONNECTICUT
VOL: 1016 PG: 296

9 MIDDLE ROAD
N/F

BLACK CANOE LLC
VOL: 1596 PG: 211
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DUNCAN McCONNELL
VOL: 2457 PG: 265
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N/F
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VOL: 1492 PG: 194
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DAVID P. DEPASTINO ET AL

VOL: 1619 PG: 208
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1.  ALL UTILITIES SHALL BE INSTALLED IN ACCORDANCE WITH EACH UTILITY COMPANY'S REGULATIONS. CONTRACTOR SHALL COORDINATE

ALL WORK WITH THE RESPECTIVE UTILITY COMPANY (TOWN OF VERNON, EVERSOURCE, FRONTIER, ETC.)

2. UTILITY INFORMATION SHOWN IS TAKEN FROM UTILITY MAPS AND LIMITED FIELD INFORMATION. CONTRACTOR IS RESPONSIBLE FOR FINAL

VERIFICATION OF UTILITY LOCATIONS AFFECTING THE PROPOSED WORK AND ANY ASSOCIATED FIELD MODIFICATIONS.  TEST PITS ARE

REQUIRED AND SHALL BE INCLUDED .  ANY MODIFICATION TO THE WORK OUTLINED IN THESE PLANS OR THE PROJECT SPECIFICATIONS

SHALL BE TO THE SATISFACTION OF THE ENGINEER.

3.  THE SITE CONTRACTOR SHALL PROVIDE ALL PLUMBING CONNECTION APPURTENANCES, (FITTINGS, REDUCERS, ENLARGERS, WYES, TEES,

ETC.) AS REQUIRED TO MAKE THE NECESSARY CONNECTIONS.  REFER TO BUILDING PLUMBING PLANS FOR ADDITIONAL UTILITY

INFORMATION.

4.  SITE ELECTRICAL AND LIGHTING IS SHOWN FOR REFERENCE ONLY.  REFER TO ELECTRICAL PLANS, DETAILS, AND SPECIFICATIONS FOR

ADDITIONAL INFORMATION.

5.  CONTACT CALL BEFORE YOU DIG (811) AT LEAST 48 HOURS PRIOR TO START OF CONSTRUCTION AND AS EACH UTILITY IS TO BE

INSTALLED. IN THE EVENT CALL BEFORE YOU DIG IS UNABLE TO LOCATE THE UTILITIES IT SHALL BE THE CONTRACTORS REASONABILITY

TO HIRE A PRIVATE UTILITY LOCATING COMPANY AT NO COST TO THE OWNER.

6.  ALL EXISTING MANHOLE FRAMES AND COVERS, UTILITY BOXES AND VALVE COVERS SHALL BE ADJUSTED TO FINAL GRADE AS REQUIRED.

7.  ALL EXISTING UTILITIES SYSTEMS SHALL REMAIN IN OPERATION UNTIL THE PROPOSED UTILITIES ARE INSTALLED AND FUNCTIONING.

1. PROVIDE POSITIVE DRAINAGE AWAY FROM FACE OF ALL BUILDINGS.

2. PRIOR TO COMMENCING EXCAVATION WORK, THE CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES IN ACCORDANCE WITH "DIG SAFE"

NOTIFICATION PROCEDURES PROMOTED BY RESPECTIVE UTILITY COMPANIES.

3. THE CONTRACTOR SHALL BLEND NEW EARTHWORK SMOOTHLY INTO  EXISTING EARTHWORK.

4. CONTRACTOR SHALL VERIFY ALL EXISTING GRADES IN THE FIELD AND REPORT ANY DISCREPANCIES IMMEDIATELY TO THE ENGINEER

PRIOR TO STARTING WORK.

5. ANY AREA OUTSIDE THE LIMIT OF WORK THAT IS DISTURBED SHALL BE RESTORED TO ITS ORIGINAL CONDITION AT NO COST TO THE

OWNER.

6. PITCH EVENLY BETWEEN SPOT GRADES.  ALL PAVED AREAS MUST PITCH TO DRAIN AT A MINIMUM OF ONE-EIGHTH INCH (1/8") PER FOOT.

7. WHERE NEW PAVING MEETS EXISTING PAVING, MEET LINE AND GRADE OF EXISTING WITH NEW ONE.

8. EXCAVATION REQUIRED WITHIN PROXIMITY OF EXISTING UTILITY LINES SHALL BE DONE BY HAND.  THE CONTRACTOR SHALL REPAIR ANY

DAMAGE TO EXISTING UTILITY LINES OF STRUCTURE INCURRED DURING  CONSTRUCTION OPERATIONS AT NO COST TO THE OWNER.

9. ALL PROPOSED TOP OF CURB ELEVATIONS ARE SIX INCHES (6") ABOVE BOTTOM OF CURB UNLESS SHOWN OTHERWISE.
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24" WHITE (TYP.)

PAINTED PAVEMENT MARKINGS

*CROSSWALK LENGTH VARIES IN REAR PARKING AREA

 SEE PLANS FOR LENGTHS
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SYMBOL NAME SIZE QUANTITY

                                                              CPT                       CHANTICLEER PEAR TREE                        2" CAL.                            4

                                                              BPJ                        BLUE POINT JUNIPER                                 3 GAL.                             3

                                                              EX                          EXISTING RELOCATED                               VARIES                           4

                                                              WHS                      WINTERBERRY HOLLY                               3 GAL.                             5

                                                              AS                         ARBORVITAE                                               36" HGT.                         6

                                                              PJ                          PARSON'S JUNIPER                                    3 GAL.                             16

BPJ

EX

CPT
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