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1.

GENERAL NOTES
EACH TRADE CONTRACTOR IS RESPONSIBLE FOR THOROUGHLY 
REVIEWING ALL OF THE CONSTRUCTION DOCUMENTS TO 
COORDINATE HIS WORK WITH OTHER TRADE CONTRACTORS.

2. ALL CONTRACTORS SHALL FIELD VERIFY ALL DIMENSIONS AND 
NOTIFY THE ARCHITECT OF ANY DISCREPANCIES FOUND.

3. THE LOCATION OF ALL TRAILERS, STORAGE STRUCTURES, LAY 
DOWN AREAS AND OTHER TEMPORARY SITE FACILITIES SHALL BE 
APPROVED BY THE OWNER AND FIRE MARSHALL.

4. SEAL NEW OPENINGS AROUND PIPES, CONDUITS, DUCTS, ETC. 
WITH FIRESTOPPING/SMOKE RESISTANT NON-COMBUSTIBLE 
MATERIALS IN ACCORDANCE WITH WALL SECTIONS, PARTITION 
NOTES/SCHEDULE, AND CODE COMPLIANCE PLANS.

5. ALL EXISTING CONDITION DIMENSIONS ARE BASED ON EXISTING 
DRAWINGS AND IN-FIELD SURVEY AND SHOULD BE ASSUMED TO BE 
APPROXIMATE. CONTRACTOR TO VERIFY  ACTUAL DIMENSIONS IN 
FIELD.

BUILDING CODES
STATE BUILDING CODE WITH SUPPLEMENT: 2015 INTERNATIONAL BUILDING CODE

2018 CONNECTICUT AMENDMENT

STATE FIRE CODE WITH SUPPLEMENT: 2015 INTERNATIONAL FIRE CODE

MECHANICAL, PLUMBING AND ELECTRICAL CODES: 2015 INTERNATIONAL MECHANICAL CODE
2015 INTERNATIONAL PLUMBING CODE
2017 NFPA 70 NATIONAL ELECTRICAL CODE
2016 CT FIRE SAFETY CODE
2015 INTERNATIONAL ENERGY CONSERVATION CODE

ACCESSIBILITY CODE: 2009 ICC / ANSI A 117.1

304.1 USE GROUP CLASSIFICATION: B - BUSINESS

602.2 CONSTRUCTION TYPE: TYPE 3A

FIRE RESISTANT RATING OF STRUCTURE ELEMENTS (IN HOURS)
REF. IBC CHAPTERS 6 TABLE 601

1)  FIRE SEPARATIONS
A)  FIRE ENCLOSURE OF EXITS       1 HR
B)  SHAFTS AND ELEVATOR HOISTWAYS      1 HRS
C)  MIXED USE SEPARATION       NA
D)  TENNANT SEPARATION                    1 HRS

2)  FIRE PARTITIONS
A)  EXIT ACCESS CORRIDORS SMOKE RESISTANT

3)  SMOKE PARTITIONS CORRIDOR / SMOKE COMPARTMENT

4)  OTHER NON-BEARING PARTITIONS 0 HRS

5)  INTERIOR BEARING WALLS AND COLUMNS 0HRS

6)  STRUCTURAL FRAME COLUMNS, GIRDERS AND TRUSSES 1 HRS

7)  FLOOR CONSTRUCTION INCLUDING BEAMS AND JOISTS 1 HRS

8)  ROOF CONSTRUCTION 1 HRS

803.5 FLAME SPREAD OF INTERIOR FINISHES
VERTICAL EXITS AND EXIT PASSAGEWAYS, CLASS B
EXIT ACCESS CORRIDORS AND OTHER EXITWAYS, CLASS B
ROOMS AND ENCLOSED SPACES, CLASS B EXCEPT CLASS C ALLOWED AT ADMIN SPACES 
AND ROOMS WITH LESS THAN 4 PERSONS
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SCOPE OF WORK

CITIZEN'S BLOCK IS AN EXISTING THREE STORY BUILDING WITH A BASEMENT WHICH WILL BE 
RENOVATED FOR THE USE OF THE TOWN OF VERNON. 

THE SCOPE OF WORK FOR THIS PHASE OF CITIZEN'S BLOCK INSLUDES THE DEMOLITION AND 
ABATEMENT OF ALL THREE LEVELS, BASEMENT, AND ROOF. A NEW ROOF WILL BE PROVIDED. 
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0-01

7

14

14

REMOVE AND DISPOSE OF ALL AC FLOORING AND

ASSOCIATED ADHESIVE; ALL LAYERS TO SUB-FLOOR.

REMOVE AND DISPOSE OF ALL AC RESIDUAL FLOORTILE

ADHESIVE; ALL LAYERS TO SUB-FLOOR.

REMOVE AND DISPOSE OF ALL AC TEXTURED CEILING

PAINT.

REMOVE AND DISPOSE OF ALL AC FLASHING CEMENTS AT

CHIMNEY, ROOF WALL, PARAPET WALLS AND ROOF EDGE.

REMOVE AND DISPOSE OF ALL AC CEMENT BOARD PANELS

AT CEILING AND WALLS.

REMOVE AND DISPOSE OF ALL AC THERMAL SYSTEM

INSULATION.

REMOVE AND DISPOSE OF ALL AC

PAPER INSULATION AT CEILING MOUNTED HEATER.

REMOVE AND DISPOSE OF ALL AC WALL PANEL ADHESIVE.

REMOVE AND DISPOSE OF ALL AC JOINT COMPOUND AND

ASSOCIATED SHEETROCK.

REMOVE AND DISPOSE OF ENTIRE SINK WITH AC

UNDER-COATING.

REMOVE AND DISPOSE OF ALL AC CHIMNEY FLUE CEMENT.

REMOVE ALL AC AND PRESUMED PCB CONTAINING CAULK.

DISPOSE OF AS REGULATED ASBESTOS AND PCB BULK

PRODUCT WASTE.

REMOVE AND DISPOSE OF ALL LAYERS OF AC VINYL COVE

BASE ADHESIVE.

REMOVE AND DISPOSE OF ALL AC CLOTH GASKET ON WALL

HEATER ASSEMBLY.

REMOVE AND DISPOSE OF ENTIRE LIGHT FIXTURE WITH AC

FIXTURE PAPER.

REMOVE AND DISPOSE OF ALL AC DUCT PAPER

INSULATION ON HVAC UNIT.

REMOVE WOOD WINDOW SASH COATED WITH LEAD-BASED

PAINT AND PRESUMED PCB-CONTAINING GLAZING

COMPOUND.  DISPOSE OF AS HAZARDOUS LEAD WASTE

AND PCB BULK PRODUCT WASTE.

REMOVE AND DISPOSE OF AC WOVEN FLEX CONNECTOR

BETWEEN SECTIONS OF DUCT WORK.

REMOVE AND DISPOSE OF ALL AC ROOF FIELDS AND AC

FLASHING CEMENTS AT VENTS.

ASBESTOS  AND PCB ABATEMENT NOTES:

AC = ASBESTOS CONTAINING

1

2

3

4

5

6

7

8

LEAD NOTE:

BOTH HIGH AND LOW LEVELS OF LEAD-BASED PAINT WERE FOUND

ON VARIOUS COMPONENTS THROUGHOUT THE DEMOLITION AREA.

ALL WORK MUST BE PERFORMED BY LEAD-TRAINED WORKERS

AND COMPLY WITH AND MEET THE REQUIREMENTS OF ALL

ASPECTS OF 1926.62 OSHA LEAD IN CONSTRUCTION STANDARD.

METAL BUILDING COMPONENTS MUST BE RECYCLED IN A FACILITY

THAT ACCEPTS LEAD-BASED PAINT.

HIGH LEVELS OF LEAD (  1.0 MG/CM ) WERE IDENTIFIED ON

VARIOUS WOOD WALLS AND CEILINGS, VARIOUS WOOD DOORS

AND ASSOCIATED TRIM, BASE BOARDS, WOOD WINDOW

COMPONENTS, METAL VENT PIPES, STAIR COMPONENTS, LIMITED

BRICK AND PLASTER WALLS, EXTERIOR WOOD COMPONENTS

INCLUDING SOFFIT, CORNICE AND PORTICO, AND EXTERIOR

CONCRETE COLUMNS.

2

UNIVERSAL WASTE TABLE:

DEHP BALLASTS:  (90 EA.)

FLUORESCENT BULBS:  (1006 LF.)

LEAD ACID BATTERIES:  (2 EA.)

MERCURY CONTAINING THERMOSTATS: (4 EA.)
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BASEMENT ABATEMENT PLAN

SCALE: 1/8" = 1'-0"

SECOND FLOOR ABATEMENT PLAN

SCALE: 1/8" = 1'-0"

THIRD FLOOR ABATEMENT PLAN

SCALE: 1/8" = 1'-0"

ROOF ABATEMENT PLAN

SCALE: 1/8" = 1'-0"

FIRST FLOOR ABATEMENT PLAN

SCALE: 1/8" = 1'-0"
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ROOF FRAMING PLAN

PLAN NOTES

1. CONTRACTOR SHALL VERIFY STRUCTURE, DIMENSIONS AND SIZES IN THE FIELD.
   DO NOT SCALE OFF THIS DRAWING.

2. STRUCTURE SIZES NOTED AGAINST EXISTING MEMBERS HAVE BEEN GATHERED
   THROUGH FIELD MEASUREMENTS. NOTIFY THE ARCHITECT IMMEDIATELY IF EXISTING
   STRUCTURE DIFFERS FROM THAT SHOWN ON DRAWINGS.

3. LUMBER TO BE SPF #2 OR BETTER.

4. ENGINEER TO PROVIDE CONNECTION DETAILS OF RAFTER AT BRICK WALL AND
   EXTERIOR BEARING WALL AFTER CEILING IS DEMOLISHED AND ENGINEER
   PERFORMS SITE REVIEW.

5. ALL NEW JOISTS TO BE INSTALLED W/ TOP SURFACE MAKING FULL CONTACT
   BEARING WITH ROOF SHEATHING.

6. COORDINATE THE SIZE AND LOCATION OF ALL OPENINGS WITH THE MECHANICAL
   DRAWINGS AND MECHANICAL UNIT VENDOR.

Z:\Projects\1807 - Citizen's Block\Drawings\05 - Consultants\1807-Citizen'sBlock_central_2019_Mrago-TheArchitectsFullLogo190531-1473260.jpg
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DEMOLITION GENERAL NOTES

DEMOLITION LINETYPE LEGEND

INDICATES ITEM TO BE DEMOLISHED 

INDICATES EXISTING ITEM TO REMAIN

1. THESE DEMOLITION DIAGRAMS ARE INTENDED TO PROVIDE A   
SCHEMATIC REPRESENTATION OF DEMOLITION.  INFORMATION 
SHOWN ON THESE DIAGRAMS SHALL NOT LIMIT THE SCOPE OF 
DEMOLITION WORK.  CONTRACTOR SHALL BE RESPONSIBLE FOR 
PROVIDING ALL NECESSARY DEMOLITION AS REQUIRED TO 
COMPLETE SCOPE OF WORK AS INDICATED BY THE CONTRACT 
DOCUMENTS.

2. PROVIDE TEMPORARY SHORING AS REQUIRED TO ASSURE SAFETY 
AND STABILITY OF THE EXISTING STRUCTURE AT ALL TIMES.  
CONDUCT A SURVEY OF THE EXISTING CONDITIONS TO DETERMINE 
THE NEED FOR SHORING.

3. WHEN REMOVING EXISTING COMPONENTS, CARE MUST BE TAKEN TO 
ENSURE THAT ADJACENT SURFACES TO REMAIN ARE NOT 
DAMAGED. PATCH AND REPAIR ANY DAMAGE THAT MAY OCCUR.  
PREPARE FOR NEW LAYOUT AND FINISHES.

4. LEGALLY DISPOSE ALL CONSTRUCTION DEBRIS OFF SITE.

5. ALL COMPONENTS SHOWN AS DASHED SHALL BE REMOVED.  
CONPONENTS THAT ARE NOT DASHED SHALL REMAIN UNLESS 
NOTED OTHERWISE.

6. WHEN A WALL IS INDICATED TO BE REMOVED, ALL EXISTING 
COMPONENTS OR SERVICES MOUNTED IN OR ON THE WALL SHALL 
BE REMOVED AND/OR RELOCATED.

7. CONTRACTOR SHALL PATCH AND REPAIR ANY DAMAGES TO EXISTING 
COMPONENTS WHICH ARE TO REMAIN.

8. REFER TO SITE DEMOLITION PLAN FOR SCOPE OF SITE DEMOLITION 
WORK.

9. RETURN ALL REUSABLE ITEMS TO BE REMOVED SUCH AS DOORS, 
WINDOWS, WOOD TRIM, HARDWARE, ETC. TO OWNER.

10. REMOVE ALL MECHANICAL, ELECTRICAL AND PLUMBING EQUIPMENT, 
SYSTEMS AND COMPONENTS INCLUDING DUCTS, PIPING, WIRING, 
CONDUIT, LIGHT FIXTURES, ETC. REMOVE UTILITIES BACK TO 
BUILDING SERVICE ENTRANCE POINTS.

11. PROVIDE ENVIRONMENTAL ABATEMENT THROUGHOUT THE ENTIRE 
BUILDING AND SITE. REFER TO ENVIRONMENTAL SPECIFICATIONS 
FOR SCOPE OF WORK REQUIREMENTS.  REFER TO SPECIFICATION 
FOR ABATEMENT REPORT AND ENVIRONMENTAL DOCUMENTATION.

SELECTIVE DEMOLITION

PROJECT CONDITIONS
HAZARDOUS MATERIALS:  REFER TO HM-1 DRAWINGS FOR SCOPE.  
EXTENT OF SCOPE TO BE V.I.F. IF MATERIALS SUSPECTED OF CONTAINING 
HAZARDOUS MATERIALS ARE ENCOUNTERED, DO NOT DISTURB; 
IMMEDIATELY NOTIFY ARCHITECT AND OWNER.  OWNER WILL REMOVE 
HAZARDOUS MATERIALS UNDER A SEPARATE CONTRACT. 

PREPARATION
SITE ACCESS AND TEMPORARY CONTROLS:  CONDUCT SELECTIVE 
DEMOLITION AND DEBRIS-REMOVAL OPERATIONS TO ENSURE MINIMUM 
INTERFERENCE WITH ADJACENT OCCUPIED AND USED FACILITIES.
TEMPORARY ENCLOSURES:  PROVIDE TEMPORARY ENCLOSURES FOR 
PROTECTION OF EXISTING BUILDING AND CONSTRUCTION, IN PROGRESS 
AND COMPLETED, FROM EXPOSURE, FOUL WEATHER, OTHER 
CONSTRUCTION OPERATIONS, AND SIMILAR ACTIVITIES.  PROVIDE 
TEMPORARY WEATHERTIGHT ENCLOSURE FOR BUILDING EXTERIOR.
TEMPORARY PARTITIONS:  ERECT AND MAINTAIN DUSTPROOF PARTITIONS 
AND TEMPORARY ENCLOSURES TO LIMIT DUST AND DIRT MIGRATION AND 
TO SEPARATE AREAS FROM FUMES AND NOISE.

POLLUTION CONTROL
DISPOSAL:  REMOVE AND TRANSPORT DEBRIS IN A MANNER THAT WILL 
PREVENT SPILLAGE ON ADJACENT SURFACES AND AREAS.
REMOVE DEBRIS FROM ELEVATED PORTIONS OF BUILDING BY CHUTE, 
HOIST, OR OTHER DEVICE THAT WILL CONVEY DEBRIS TO GRADE LEVEL IN
A CONTROLLED DESCENT.
CLEANING:  CLEAN ADJACENT STRUCTURES AND IMPROVEMENTS OF 
DUST, DIRT, AND DEBRIS CAUSED BY SELECTIVE DEMOLITION 
OPERATIONS.  RETURN ADJACENT AREAS TO CONDITION EXISTING 
BEFORE SELECTIVE DEMOLITION OPERATIONS BEGAN.

SELECTIVE DEMOLITION
GENERAL:  DEMOLISH AND REMOVE EXISTING CONSTRUCTION ONLY TO 
THE EXTENT REQUIRED BY NEW CONSTRUCTION AND AS INDICATED.  USE 
METHODS REQUIRED TO COMPLETE THE WORK WITHIN LIMITATIONS OF 
GOVERNING REGULATIONS.
NEATLY CUT OPENINGS AND HOLES PLUMB, SQUARE, AND TRUE TO 
DIMENSIONS REQUIRED.  USE CUTTING METHODS LEAST LIKELY TO 
DAMAGE CONSTRUCTION TO REMAIN OR ADJOINING CONSTRUCTION.
CUT OR DRILL FROM THE EXPOSED OR FINISHED SIDE INTO CONCEALED 
SURFACES TO AVOID MARRING EXISTING FINISHED SURFACES.
DO NOT USE CUTTING TORCHES UNTIL WORK AREA IS CLEARED OF 
FLAMMABLE MATERIALS.  AT CONCEALED SPACES, SUCH AS DUCT AND 
PIPE INTERIORS, VERIFY CONDITION AND CONTENTS OF HIDDEN SPACE 
BEFORE STARTING FLAME-CUTTING OPERATIONS.  MAINTAIN PORTABLE 
FIRE-SUPPRESSION DEVICES DURING FLAME-CUTTING OPERATIONS.
LOCATE SELECTIVE DEMOLITION EQUIPMENT AND REMOVE DEBRIS AND 
MATERIALS SO AS NOT TO IMPOSE EXCESSIVE LOADS ON SUPPORTING 
WALLS, FLOORS, OR FRAMING.
EXISTING FACILITIES:  COMPLY WITH BUILDING'S REQUIREMENTS FOR 
USING AND PROTECTING ELEVATORS, STAIRS, WALKWAYS, LOADING 
DOCKS, BUILDING ENTRIES, AND OTHER BUILDING FACILITIES DURING 
SELECTIVE DEMOLITION OPERATIONS.
EXISTING ITEMS TO REMAIN:  PROTECT CONSTRUCTION INDICATED TO 
REMAIN AGAINST DAMAGE AND SOILING DURING SELECTIVE DEMOLITION.  
WHEN PERMITTED BY ARCHITECT, ITEMS MAY BE REMOVED TO A 
SUITABLE, PROTECTED STORAGE LOCATION DURING SELECTIVE 
DEMOLITION AND CLEANED AND REINSTALLED IN THEIR ORIGINAL 
LOCATIONS AFTER SELECTIVE DEMOLITION OPERATIONS ARE COMPLETE.

DISPOSAL OF MATERIALS
GENERAL:  PROMPTLY DISPOSE OF DEMOLISHED MATERIALS.  DO NOT 
ALLOW DEMOLISHED MATERIALS TO ACCUMULATE ON-SITE.
DISPOSAL:  TRANSPORT DEMOLISHED MATERIALS OFF OWNER'S 
PROPERTY AND LEGALLY DISPOSE OF THEM,
ALLOW OWNER FIRST REFUSAL OF ITEMS TO BE REMOVED FOR POSSIBLE 
REUSE PRIOR TO DISPOSAL.
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DEMO PLAN NOTES

1 REMOVE EXISTING CEILING AND ASSOCIATED SUSPENSION SYSTEM,
INSULATION AND FASTENERS, BLOCKING, ETC

3 REMOVE EXISTING DOOR, FRAME, AND HARDWARE

4 REMOVE EXISTING FLOORING, WALL BASE AND ANY ASSOCIATED
ADHESIVE, CLEAN DOWN TO EXISTING SLAB AND OR WOOD DECK

5
REMOVE EXISTING WALL CONSTRUCTION TO ALLOW FOR NEW
CONSTRUCTION. RE: FLOOR PLANS FOR EXTENT OF NEW
CONSTRUCTION

6

REMOVE EXISTING FLOOR AND STRUCTURE TO ALLOW FOR NEW
CONSTRUCTION. REFER TO NEW WORK PLANS FOR SCOPE OF NEW
CONSTRUCTION. PROVIDE PROPER STRUCTURAL SHORING AS
REQUIRED.
EXISTING MILLWORK & MECHANICAL EQUIPMENT TO REMAIN

7 REMOVE EXISTING STAIR AND ALL ASSOCIATED STAIR COMPONENTS IN
ITS ENTIRETY

8 REMOVE EXISTING FOUNDATION AND STRUCTURAL FOOTINGS
9 REMOVE EXISTING SLAB
10 REMOVE EXISTING COLUMN
11 REMOVE EXISTING BRICK CHIMNEY / HEARTH ETC IN ITS ENTIRETY
12 PORTION OF EXISTING WALL TO REMAIN

15
REMOVE EXISITNG FLOOR OR ROOF TO ALLOW FOR NEW 4'-8" x 1'-6"
MECHANICAL SHAFT. REFER TO NEW PLANS FOR LOCATION OF NEW
SHAFT

16 REMOVE EXISTING ROOFING MEMBRANE AND INSULATION

17 REMOVE EXISITNG WINDOW. PREP OPENING TO RECIEVE TEMPORARY
INFILL

18 REMOVE EXISTING INTERNAL GUTTER & ASSOCIATED COMPONENTS.

1/8" = 1'-0"1 BASEMENT DEMOLITION PLAN

1/8" = 1'-0"2 FIRST FLOOR DEMOLITION PLAN

1/8" = 1'-0"3 SECOND FLOOR DEMOLITION PLAN

1/8" = 1'-0"4 THIRD FLOOR DEMOLITION PLAN

1/8" = 1'-0"5 ROOF DEMOLITION PLAN

NORTHNORTHNORTH
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1

AREA OF PHASE II CONSTRUCTION

1
A-500

2
A-500

1
A-500

1
A-500

2

22222

2

2

2

RLRL RL

3

3
A-500

TYP.

3
A-500TYP.

4

ROOF LEGEND

RD

EF

V.T.R.

A.H.U.

ROOFTOP MECHANICAL UNIT, REFER TO MECHANICAL,
ELECTRICAL AND PLUMBING DRAWINGS. REFER TO 
DETAIL 3/A111 FOR FLASHING AT R.T.U. CURB.

TAPERED INSULATION, SLOPE
1/4"/FT. MIN. AT NEW AND RE-ROOF AREAS.

TAPERED INSULATION CRICKET,
SLOPE 1/2"/FT. MIN. AT NEW AND
RE-ROOF AREAS.

EXPANSION JOINT

EXHAUST FAN, REFER TO FLASHING DETAIL 13/A111

VENT THROUGH ROOF, REFER TO DETAIL 9/A111

OVERFLOW ROOF DRAIN, REFER TO DETAIL 11/A111

ROOF DRAIN, REFER TO DETAIL 11/A111

FA FRESH AIR

DOWNSPOUT (METAL RAIN LEADER) 
AND CONDUCTOR HEAD.

O.F.
SCUPPER

OVERFLOW SCUPPER - RE: 6/A111, LOCATE BOTTOM 
OF OVERFLOW 1" ABOVE ROOF SURFACE

OF
RD

1. PROVIDE 1/4"/FT. MINIMUM SLOPE OVER ALL ROOF SURFACES 
UNLESS OTHERWISE NOTED.

2. PROVIDE TOTAL R VALUE OF (30) FOR ROOF ASSEMBLY AT 
RE-ROOF AREAS. ROOF ASSEMBLY INCLUDES DECK, COVER 
BOARD INSULATION.

3. AT ALL NEW EXISTING FLAT STRUCTURAL DECKS WHERE 
TAPERED INSULATION IS SPECIFIED, PROVIDE AN AVERAGE R-
VALUE INSULATION THICKNESS. THE DRAWINGS ARE BASED 
ON A 4-1/2" AVERAGE THICKNESS OF TAPERED INSULATION AT 
MID-POINT TO THE DRAINDS. THE INSUALTION THICKNESS 
WILL  INCREASE IN OVERALL THICKNESS FURTHER AWAY 
FROM THE DRAIN AND THE OVERALL INSULATION THICKNESS 
WILL DECREASE CLOSER TO THE DRAIN.

4. PROVIDE EDPM MEMBRANE ROOFING OVER ALL ROOF 
SURFACES, UNLESS OTHERWISE NOTED.

5. PROVIDE TAPERED INSULATION CRICKET(S) AT ALL ROOF 
PENETRATIONS. SLOPE 1/2" PER FOOT MINIMUM AT ALL ROOF 
AREAS.

6. PROVIDE SPLASH BLOCK AND WALKWAY PADS AT ALL 
LOCATIONS WHERE DOWNSPOUTS DISCHARGE ON TO ROOF 
SURFACES.

7. TYPICAL RAIN LEADER SIZE = 6 INCHES WIDE BY 6 INCHES 
DEEP UNLESS OTHERWISE NOTED. PROVIDE PRE-FINISHED 
ALUMINUM 1/8 INCH MINIMUM THICK. ANCHOR TO WALL WITH 
CONCEALED BRACKETS. REINFORCE RAIN LEADERS TO 
ACCOMMODATE SPANS.

8. PROVIDE TAPERED CRICKETS AT THE HIGH SIDE OF ALL 
ROOFTOP EQUIPMENT, EXHAUST FANS, ROOF SCUTTLES, 
ETC.

9. PROVIDE 12 INCHES MINIMUM HIGH BUILT-IN CURBS FOR ALL 
CONDENSER UNITS. REFER TO SIMILAR DETAIL 12/A111. 
PLACE CURBS PARALLEL WITH DIRECTION OF WATER FLOW. 
PROVIDE A MINIMUM OF TWO CURBS FOR EACH CONDENSING 
UNITS.

10. GC TO COORDINATE WITH ROOFER REGARDING FUTURE 
WORK, TO ENSURE WARRANTY REQUIREMENTS.

GENERAL NOTES
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1/4" = 1'-0"2 ROOF PLAN

ROOF  KEYNOTES
1 REMOVE EXISTING BUILT UP ROOF DOWN TO EXISTING DECK.

REMOVE & REPLACE DAMAGED OR ROTTED DECKING TO MATCH
ORIGINAL. PROVIDE NEW INSULATION (MIN R-30) AND WHITE EPDM
ROOFING.

2 FUTURE LOCATION OF MECHANICAL EQUIPMENT.  REFER TO
STRUCTURAL DRAWING S-101 FOR MORE INFORMATION.

3 REMOVE EXISTING INTERNAL GUTTER & ASSOCIATED
COMPONENTS.

4 REMOVE & INFILL EXISTING SKYLIGHT.  REFER TO STRUCTURAL
DRAWINGS FOR ADDITIONAL INFORMATION.
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8"
 M

IN
.

TERMINATION BAR

CONTINUOUS SEAL

EXISTING PARAPET 
TO REMAIN. REPAIR  
AS REQUIRED

NEW WHITE EPDM

1/2" PROTECTION BOARD

MIN. R-30 INSULATION

1/2" EXTERIOR GRADE 
PLYWOOD MECH. FASTENED 
TO EXISTING MASONRY

ADD ALT: 3/4" SHEATHING

EXG ROOF STRUCTURE 
TO REMAIN. REMOVE  
ANY ROTTED OR 
DAMAGED DECKING & 
REPLACE IN-KIND

NEW WHITE EPDM

1/2" PROTECTION BOARD

MIN. 4" RIGID INSULATION

ADD ALT: 3/4" SHEATHING

EXG ROOF STRUCTURE 
TO REMAIN. REMOVE  
ANY ROTTED OR 
DAMAGED DECKING & 
REPLACE IN-KIND

CONT. SEALANT

MEMBRANE SEAM 
FLASHING

CONT. SEALANT
TEMPORARY GUTTER
EDGE FLASHING

ROOF TOP EQUIPMENT

TAPER RIGID INSUL.  SEE 
ROOF PLAN FOR 
APPLICATION

ROOF DECK AS IT OCCURS

METAL CAP OR CONT. 
FLASHING

3"
3/8"

MIN. 3" WIDE SECURE TAPE 
IN CONJUNCTION WITH 
EPDM PRIMER

SURE-SEAL BONDING 
ADHESIVE

EPDM MEMBRANE 
FLASHING

OVERSIZED FOAM ROD 
STOCK ADHERED IN 
PLACE
2x PT WOOD BLOCKING

(2) 2x PT WOOD NAILER

1/2" PROTECTION BOARD

APPROVED 
MANUFACTURER'S 
PROTECTION MAT OR 
AN ADDITIONAL LAYER 
OF REINFORCED 
MEMBRANE AS A 
PROTECTION LAYERLAP SEALANT

30"x30" WALKWAY PAD
ROOFING AS 
INDICATED ON 
PLANS

ROOF STRUCTURE AND 
SUBSTRATE PER PLANS.

2" MIN.
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1 1/2" = 1'-0"1 DETAIL @ EXG PARAPET

1 1/2" = 1'-0"2 DETAIL@ ROOF EDGE

1 1/2" = 1'-0"3 DETAIL @ EQUIPMENT SUPPORT

1 1/2" = 1'-0"4 DETAIL @ WALK-OUT PAD

Revisions
NO  DATE  DESCRIPTION

08/01/2019


	1807 - Citizen's Block_central_2019_mrago - Sheet - G-00 - COVER PAGE
	Sheets
	A-101 - ROOF PLAN
	A-500 - ROOF DETAILS
	AD-100 - OVERALL DEMOLITION PLANS
	G-00 - COVER PAGE
	G-01 - GENERAL INFORMATION


	1807 - Citizen's Block_central_2019_mrago - Sheet - G-01 - GENERAL INFORMATION
	Sheets
	A-101 - ROOF PLAN
	A-500 - ROOF DETAILS
	AD-100 - OVERALL DEMOLITION PLANS
	G-00 - COVER PAGE
	G-01 - GENERAL INFORMATION


	1807 - Citizen's Block_central_2019_mrago - Sheet - AD-100 - OVERALL DEMOLITION PLANS
	Sheets
	A-101 - ROOF PLAN
	A-500 - ROOF DETAILS
	AD-100 - OVERALL DEMOLITION PLANS
	G-00 - COVER PAGE
	G-01 - GENERAL INFORMATION


	1807 - Citizen's Block_central_2019_mrago - Sheet - A-101 - ROOF PLAN
	Sheets
	A-101 - ROOF PLAN
	A-500 - ROOF DETAILS
	AD-100 - OVERALL DEMOLITION PLANS
	G-00 - COVER PAGE
	G-01 - GENERAL INFORMATION


	1807 - Citizen's Block_central_2019_mrago - Sheet - A-500 - ROOF DETAILS
	Sheets
	A-101 - ROOF PLAN
	A-500 - ROOF DETAILS
	AD-100 - OVERALL DEMOLITION PLANS
	G-00 - COVER PAGE
	G-01 - GENERAL INFORMATION





